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The American Conference of Governmental Industrial hygienists (ACGIH) lowered the
threshold limit value (TLV) for respirable crystalline silica (RCS) exposure from 0.05 to
0.025 mg m23 in 2006. For a working environment with an airborne dust concentration near
this lowered TLV, the sample collected with current standard respirable aerosol samplers
might not provide enough RCS for quantitative analysis. Adopting high flow rate sampling de-
vices for respirable dust containing silica may provide a sufficient amount of RCS to be above
the limit of quantification even for samples collected for less than full shift. The performances
of three high flow rate respirable samplers (CIP10-R, GK2.69, and FSP10) have been evalu-
ated in this study. Eleven different sizes of monodisperse aerosols of ammonium fluorescein
were generated with a vibrating orifice aerosol generator in a calm air chamber in order to
determine the sampling efficiency of each sampler. Aluminum oxide particles generated by
a fluidized bed aerosol generator were used to test (i) the uniformity of a modified calm air
chamber, (ii) the effect of loading on the sampling efficiency, and (iii) the performance of dust
collection compared to lower flow rate cyclones in common use in the USA (10-mm nylon and
Higgins–Dewell cyclones). The coefficient of variation for eight simultaneous samples in the
modified calm air chamber ranged from 1.9 to 6.1% for triplicate measures of three different
aerosols. The 50% cutoff size (50dae) of the high flow rate samplers operated at the flow rates
recommended by manufacturers were determined as 4.7, 4.1, and 4.8 mm for CIP10-R,
GK2.69, and FSP10, respectively. The mass concentration ratio of the high flow rate samplers
to the low flow rate cyclones decreased with decreasing mass median aerodynamic diameter
(MMAD) and high flow rate samplers collected more dust than low flow rate samplers by
a range of 2–11 times based on gravimetric analysis. Dust loading inside the high flow rate
samplers does not appear to affect the particle separation in either FSP10 or GK2.69. The high
flow rate samplers overestimated compared to the International Standards Organization/
Comité Européen de Normalisation/ACGIH respirable convention [up to 40% at large
MMAD (27.5mm)] and could provide overestimated exposure data with the current flow rates.
However, both cyclones appeared to be able to provide relatively unbiased assessments of RCS
when their flow rates were adjusted.
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INTRODUCTION
Respirable crystalline silica (RCS) exposure has
been estimated to affect 1.7 million workers in
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various industries in the USA [Occupational Safety
and Health Administration (OSHA) 2004]. Exposure
to RCS is associated with an increased risk of devel-
oping silicosis, tuberculosis, other nonmalignant res-
piratory diseases, and autoimmune respiratory
diseases (Steenland and Sanderson, 2001; Ulm
et al., 2004; Nij and Heederik, 2005). Crystalline sil-
ica is classified as a ‘Group One’ human carcinogen
by the International Agency for Research on Cancer
(IARC, 1997). A National Institute for Occupational
Safety and Health (NIOSH) hazard review report
concluded that the estimated risk of silicosis for
a 45-year working lifetime was 47–95% for cumula-
tive RCS exposures at the current permissible expo-
sure limit (PEL 5 0.1 mg m3) regulated by the
OSHA in the USA, and OSHA has targeted RCS un-
der its current rule-making efforts. In addition, the
NIOSH hazard review report also found a lifetime
risk of silicosis approximately 10–30% when RCS
concentrations are equal to the NIOSH recommen-
ded exposure limit (0.05 mg m3) (NIOSH, 2002).
The Health and Safety Executive (HSE, 2002) calcu-
lated a risk of 2.5% (5 in 200 workers) of developing
silicosis after 15 years of exposure to RCS at
0.1 mg m3, with a 0.5% (1 in 200 workers) risk
even at 0.04 mg m3. In light of this new information
on the hazardous nature of RCS, a threshold limit
value (TLV) for silica of 0.025 mg m3 was accepted
in 2006 by the American Conference of Governmen-
tal Industrial Hygienists (ACGIH, 2006).
Two current standard sampling and indirect analy-
sis methods for analyzing crystalline silica are
NIOSH 7603 (via infrared absorption spectrometry)
and NIOSH 7500 (via X-ray powder diffraction).
Both methods use the 10-mm nylon cyclone (flow
rate at 1.7 l min1) or the Higgins–Dewell (HD)
cyclone (flow rate at 2.2 l min1) as the standard
sampler for collecting respirable airborne particles
for crystalline silica analysis. Both current standard
sampling methods are limited to a sample air volume
of 1 m3 over an 8-h sampling time. Analytical
methods for RCS have been evaluated through the
Proficiency Analytical Testing (PAT) conducted by
American Industrial Hygiene Association for several
decades. PAT samples have been produced to bracket
the silica mass anticipated from sampling 1 m3 of an
atmosphere having a concentration around the PEL
value of 0.1 mg m3. The PAT results were orga-
nized and published last in 1999 for the PAT rounds
conducted during the period from 1990 to 1998
(Eller et al., 1999). The lower limit of loading for
these PAT samples was 0.04 mg, almost twice the
mass that would be collected by the same samplers
over 8 h when the concentration is at the new
ACGIH TLV, and, therefore, the results cannot defin-
itively inform us of the interlaboratory precision
around the new TLV. However, there is clear
evidence of an increase in variance with lower load-
ing and extrapolation of the relationship predicts an
unacceptable level of variation at or below the
new TLV. In addition, occupational hygienists may
have to sample the environment for shorter periods
than 8 h due to limitations of the working environ-
ment. A low flow rate aerosol sampling instrument
(2 l min1) that might not be able to provide
sufficient samples of RCS for reliable quantitative
measurements over an 8-h period certainly will not
collect sufficient mass for periods ,8 h. For the
purpose of collecting more mass of respirable dust
for quantitative analysis, several high flow rate
aerosol samplers have become commercially avail-
able, including the CIP10-R (Courbon et al., 1988;
Gero and Tomb, 1988), GK2.69 cyclone (Kenny
and Gussman, 1997), and FSP10 cyclone (Dahmann
et al., 2001). However, there are few studies focusing
on the application of these high flow rate samplers to
collect samples for RCS. This study aims to evaluate
the performance of high flow rate samplers under
controlled laboratory conditions against the interna-
tional standard for respirable aerosol sampling
(Soderholm, 1989) and to compare this performance
to low flow rate samplers that are commonly in use
in the USA as a preliminary step to determine
whether these samplers are suitable for sampling re-
spirable RCS at concentrations around the new AC-
GIH TLV. In order to accomplish these aims, we
determined the sampling efficiencies of high flow
rate samplers with monodisperse aerosols and exam-
ined the effect of increased loading on their perfor-
mance. We then compared the collection of dust by
high and low flow rate samplers.
MATERIALS
High flow rate samplers
The three high flow rate samplers for respirable
fraction particles employed in this study were (i)
CIP10-R (Arelco ARC, Paris, France), particle col-
lection by polyurethane foam cup, sampling flow
rate at 10 l min1; (ii) GK2.69 (BGI Inc., Waltham,
MA, USA), particle collection by 5-lm pore size
37-mm polyvinyl chloride (PVC) filter (GLA5000;
SKC Inc., Eighty Four, PA, USA), sampling flow
rate at 4.2 l min1; and (iii) FSP10 (GSA (Gesell-
schaft für Schadstoffmessung und Auftragsanalytik)
Messgerätebau GmbH, Neuss, Germany), particle
collection by 5-lm pore size 37-mm PVC filter
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(GLA5000; SKC Inc.), sampling flow rate at
10 l min1 (Table 1).
Test particles
The mass median aerodynamic diameter
(MMAD) and geometric standard deviation (GSD)
of the test aerosols utilized in three different experi-
ments are shown in Table 2. For the uniformity test
of the calm air chamber, aluminum oxide grade
F800 (Washington Mills, Niagara Falls, NY, USA),
grade F1200 (Washington Mills), and kaolin (Fisher
Scientific, Pittsburgh, PA, USA) were used. For the
dust loading effect on sampling efficiency test, Air
Cleaner (AC) fine test dust (Duke Scientific, Palo
Alto, CA, USA) was utilized. For the mass concen-
tration comparison between high and low flow rate
samplers, aluminum oxide grades F800 and F1200
and AC fine test dust were utilized. The MMADs
of aluminum oxide grade F800 and grade F1200
were determined from Aerodynamic Particle Sizer
(APS; Model 3321; TSI Inc., Shoreview, MN,
USA) measurements in this study. The MMADs
for F1200 and AC fine test dust showed only small
differences from the APS measurement. However,
the AC fine test dust was found to have a bimodal
distribution, i.e. it had a second peak in its size dis-
tribution between the size of 0.5 and 1.5 lm. The AC
fine test dust was considered the smallest size dust in
dust loading effect on sampling efficiency test.
METHODS
In this study, we used a calm air chamber whose
performance has already been validated (Feather
and Chen, 2003; Lee et al., 2009), referred to as
chamber A, as well as a modification of this cham-
ber, referred to as chamber B, where additional space
was provided for the test section. Since the unifor-
mity of chamber B had not previously been estab-
lished, experiments to evaluate it are reported here.
Calm air chamber and its uniformity test
The calm air chamber (chamber B) and experi-
mental setup utilized in this study are shown in
Fig. 1. The chamber was constructed of aluminum
and measured 0.53 m diameter and 0.69 m high.
The generated particles were introduced from the
top with a fluidized bed aerosol generator (Model
3400; TSI Inc.) whose dry high efficiency particulate
air-filtered air was provided through a filtered air
supply unit (TSI model 3074). The aerosol was intro-
duced into the chamber through a 85Kr aerosol neu-
tralizer (Model 3012A; TSI Inc.) and a special
aerosol nozzle allowing the airflow to enter the
chamber in a radial direction. For the uniformity test
in the calm air chamber, eight 37-mm closed-face
cassettes (CFCs; Omega Specialty Instruments,
Houston, TX, USA) with PVC filters (5 lm pore
size, GLA5000; SKC Inc.) simultaneously collected
test aerosols at a flow rate of 2 l min1. Prior to the
sampling, the cassettes were closed with a cassette
closer (Omega Specialty Instruments, now SKC
Inc.) and leakage was checked with a cassette leak
tester (Omega Specialty Instruments). The filters
were weighed before and after sampling in a facility
with constant relative humidity and temperature. The
CFCs were located symmetrically at a distance half-
way between the center and the wall and faced hor-
izontally. Dust was collected for 90 min in each
measurement and tests were repeated three times
for each aerosol. The flow rate for each CFC was de-
termined as the average of the volumetric flow rate
measured before and after sampling with a mass flow
meter (Model 4100; TSI Inc.). Coefficient of
Table 1. Comparison of high flow rate samplers
High flow rate samplers Flow rate (l min1) Sampling media Sampling principle
CIP10-R 10 Polyurethane foam filter Impaction and selective filtration
GK2.69 4.2 PVC filter (37 mm, 5 lm pore size) Cyclone size selection
FSP10 10 PVC filter (37 mm, 5 lm pore size) Cyclone size selection
Table 2. MMAD and GSD of test particles






determined by an APS
from present study
2.53 (1.95) 4.45 (1.52) 2.86 (2.01) 2.21 (1.78)
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variation (CV) was calculated using average and
standard deviation for each test.
Sampling efficiency test of high flow rate samplers
The sampling efficiency test for the high flow rate
samplers was conducted in the calm air chamber A.
The top plate of the chamber was modified to allow
a 85Kr aerosol neutralizer (Model 3054A; TSI Inc.)
to be used in the dry column. In addition, instead
of using the special nozzle utilized in chamber B,
a baffle was hung 10 cm down from the top plate
to disperse the aerosol. Eleven different sizes of
monodisperse ammonium fluorescein aerosols were
generated using a vibrating orifice aerosol generator
(VOAG; Model 3450; TSI Inc.), fluorescein (Fisher
Scientific), and ammonium hydroxide (Fisher Scien-
tific) (Vanderpool and Rublow, 1988; Tsai and Shih,
1995). Particle size and generation rate were moni-
tored with an APS. The aerodynamic diameters of
each monodisperse aerosol were considered to be
the geometric mean of each size distribution. A high
flow rate respirable sampler and reference 25-mm
open cowl sampler were placed horizontally inside
of the chamber with collection media at the same
sampling plane. The sampling media for high flow
rate samplers were as described above and the refer-
ence samplers were loaded with 25-mm PVC filters
(5 lm pore size; SKC Inc.). The air outlet of the
CIP10-R was vented to the outside of the chamber
in order to minimize disturbance of the calm air.
Since the CIP10-R sampler is turned on and off by
a magnet, it was modified in order to have the switch
located outside of the chamber. The flow rate of
CIP10-R was calibrated by using a CIP10 calibration
bench (Arelco ARC).
The flow rates of the reference samplers were the
same as the test sampler (i.e. 10 l min1 for FSP10
and CIP10-R, and 4.2 l min1 for GK2.69) and the
inlet diameter for the reference sampler was calcu-
lated using equation from Baron and Willeke
(2001). The calculated minimum inlet diameters of
reference samplers with the same flow rates as the
GK2.69 and FSP10 samplers are 1.52 and 2.15 cm,
respectively. The empirical equation of Grinshpun
et al. (1993) was used to calculate the aspiration ef-
ficiency. The calculated aspiration efficiencies for
the reference samplers were 100% for all particle
sizes tested in this study.
After sampling, the collection media were placed
in the 5% ammonium hydroxide solution to extract
the fluorescein and the fluorescent intensities of
the extracted fluorescein were measured by using
a luminescence spectrometer (LS50B; PerkinElmer,
Waltham, MA, USA). Each combination of particle
size and sampler was run three times.
Sampling efficiency comparison to the international
standard respirable convention
The sampling efficiencies for the high flow rate
samplers were compared to the International Stand-
ards Organization (ISO)/Comité Européen de Nor-
malisation (CEN)/ACGIH respirable convention
curve by calculating the bias. The estimated biases
for each high flow rate sampler were calculated by
Fig. 1. Experimental setup for high flow rate samplers in a calm air chamber (B).
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using equations (1–3) (Bartley et al., 1994; Kenny
and Bartley, 1995; Aitken et al., 1999). Lognormal
distribution was assumed and the calculation ranges
of MMAD and GSD were 1–25 lm and 1.5–3.5, re-









where C is the mean measured concentration, EðDÞ
is the mean sampling efficiency of the sampler, and





where Cstd is the ideal concentration, FðDÞis the
sampling efficiency of an ideal sampler, perfectly
following the desired sampling convention.
Dust loading effect on the high flow rate cyclones
Although cyclones are known for low particle
bounce and low re-entrainment, the accumulation
of deposited particles inside the cyclone might sig-
nificantly interfere with and alter the aerosol flow
(Chen and Huang, 1999). In order to test the dust
loading effect on the sampling efficiency for the high
flow rate cyclones, sampling efficiency was deter-
mined using ammonium fluorescein monodisperse
particles in calm air chamber A at the size of 4 and
5 lm before and after dust loading with AC fine test
dust (Duke Scientific) in calm air chamber B. Three
different mass concentrations, i.e. below the ACGIH
respirable dust TLV (3 mg m3), around the TLV,
and over the TLV (between two and three times of
TLV), were used for this experiment and samplers
were loaded for 180 min in each test. Three repe-
titions of each test were conducted and the exact
mass concentrations were determined by gravimetric
analysis of the filter from chamber B. Since the
CIP10-R is not a cyclone sampler and pressure drop
across foam is much smaller than across a filter, this
test was not conducted for this sampler.
Mass concentration comparison
In order to compare mass concentrations deter-
mined by the high flow rate samplers with those de-
termined by the low flow rate cyclones in common
use in the USA [10-mm nylon cyclone (Dorr-Oliver;
Sensidyne, Clearwater, FL, USA) and HD cyclone
(Model BGI-4; BGI Inc.)], one of each of all five
samplers was placed in the calm air chamber B
and challenged with three different aerosols, includ-
ing aluminum oxide grades F800 and F1200 and AC
fine dust. The specific sampler was randomly se-
lected from several different units for this test. The
mass concentrations were calculated from the gravi-
metric analysis and sampled air volume. Both the
mass concentration ratio and net mass ratio were cal-
culated. The mass concentration ratio was defined as
the mass concentration from each high flow rate
sampler divided by the mass concentration measured
with either the nylon cyclone or the HD cyclone. The
net mass ratio was defined as mass collected by each
high flow rate sampler divided by the mass collected
by the nylon cyclone or HD cyclone.
Statistical analysis
Data were analyzed to find differences between
mean levels of sampling efficiency before and after
dust loading for 180 min. Although the data are ex-
pected to be normally distributed, there were only
three data points for each group and the standard de-
viations were estimated from the data, so t-tests were
used for the comparisons. Pooled standard devia-
tions were used to calculate the t-statistic as they
were found to be unequal between groups. Differen-
ces in mean efficiency levels between before and af-
ter dust loading were considered significant at an a
level of 0.05, and 95% confidence intervals were
generated.
RESULTS
Uniformity test of the calm air chamber
For three different particles including aluminum
oxide grades F800 and F1200 and kaolin, the aver-
age mass concentration, standard deviation, and
CV of each test are shown in Table 3. The CVs
ranged between 1.96 and 6.11% for nine different
tests, which indicated that this calm air chamber B
provided sufficiently uniform distribution for evalu-
ation of the high flow rate samplers.
Sampling efficiency of high flow rate samplers
The sampling efficiency curves for CIP10-R,
GK2.69, and FSP10 samplers from the present study
and previous studies along with ISO/CEN/ACGIH
respirable convention curve are shown in Fig. 2.
The 50% cutoff size (50dae) for the CIP10-R,
GK2.69, and FSP10 samplers were 4.7, 4.1, and
4.8 lm, respectively. Figure 2 shows that the sam-
pling efficiency of GK2.69 and FSP10 cyclones
drops toward zero with increasing particle size more
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sharply than the ISO/CEN/ACGIH respirable con-
vention curve does. The normal practice for compar-
ing samplers to a size-selection standard is through
the use of bias maps. Assuming workplace aerosols
are unimodal with a lognormal distribution, they
can be described by the MMAD and GSD. For any
combination of these two values, a difference in col-
lection efficiency can be calculated for the tested
sampler and an ideal sampler that performs exactly
in accordance with the size-selection standard. A
plot of bias for all points in a space bounded by rea-
sonable ranges of MMAD and GSD is called a bias
map. The objective of sampler calibration is to find
the flow rate that most minimizes the bias rather than
to best meet the 50dae. The bias maps for each high
flow rate sampler are shown in Fig. 3. The estimated
biases were positive for all the size distributions
implying that all the high flow samplers collected
more dust than the ISO/CEN/ACGIH respirable
convention.
Dust loading effect on the high flow rate cyclones
Table 4 shows the sampling efficiencies of the
GK2.69 and FSP10 cyclones before and after 3 h
dust loading and the mass concentration for each
test. Test 2 at 4 lm and Test 1 at 5 lm for GK2.69
cyclone gave statistically significant different per-
formances before and after 3 h dust loading. For
the FSP10 cyclone, Test 1 at 4 lm and Test 2 at
5 lm showed statistically significant differences.
These inconsistent differences were considered as
a reflection of experimental random error (sampler
and experiment variance) rather than an indication
that the sampling efficiency changes after dust load-
ing inside of the cyclone. Chen and Huang (1999)
showed that the sampling efficiency decreased
20% when the 10-mm Nylon (SKC), Multi-inlet,
and Bigger Body (a cyclone constructed with a big-
ger body diameter than 10-mm nylon cyclone) cy-
clones were exposed to potassium sodium tartrate.
In the same study, however, it was also observed that
the change of the sampling efficiency depended on
the nature of the challenge particles.
Mass concentration comparison
Table 5 shows mass concentration and net mass ra-
tios of CIP10-R, GK2.69, and FSP10 samplers to the
10-mm nylon and HD cyclones, obtained by chal-
lenge from three different sizes of particles. The
mass concentration ratios of FSP10 to 10-mm nylon
cyclone and HD cyclone were the largest (1.85 and
1.54, respectively) with the aluminum oxide grade
F800 test aerosol, followed by those of the CIP10-
R and GK2.69. The mass concentration ratio
decreased when the MMAD decreased for all the
samplers. The difference of mass concentration ratio
between the samplers also decreased when the
MMAD decreased. The CIP10-R sampler underesti-
mated the concentration up to 24% compared to the
HD cyclone when the samplers were exposed to the
AC fine dust.
According to the net mass ratio results, the CIP10-
R collected between five and nine times more than
10-mm nylon cyclone and between three and six
times more than HD cyclone. The GK2.69 cyclone
collected approximately three and two times more
than 10-mm nylon and HD cyclones, respectively.
The FSP10 collected between 7 and 11 times more
mass than 10-mm nylon cyclone and between
5 and 7 times more mass than HD cyclone with the
challenged particles. The HD cyclone collected
approximately 1.6 times more than 10-mm nylon
cyclone.
DISCUSSION
Sampling efficiency test of high flow rate samplers
CIP10-R. The CIP10-R underestimated in the size
range between 1 and 2.5 lm and overestimated par-
ticles .2.5 lm when compared with the ISO/CEN/
ACGIH respirable convention curve. The sampling
efficiency of the CIP10-R differed from that of cy-
clones in the size range between 1 and 2.5 lm be-
cause the CIP10-R sampler fails to capture some
fraction of fine particles. The overall shape of the
sampling efficiency curve was similar to that ob-
served in previous studies (Courbon et al., 1988;
Görner, Wrovel, Micka, 2001). Those studies uti-
lized different particles and methods for
Table 3. Calm air chamber uniformity test (mass, standard
deviation, and CV)








1 142 5.72 4.04
2 178 7.70 4.33
3 117 3.28 2.81
Aluminum oxide
(F800)
1 87 3.37 3.86
2 91 5.53 6.11
3 69 3.77 5.53
Kaolin 1 30 1.75 5.79
2 56 1.11 1.96
3 50 2.05 4.12
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determination of sampling efficiency, i.e. Courbon
et al. utilized coal dust and Aloxite 50 aerosols
and with a Coulter Counter and Görner et al. utilized
ground coal dust and an APS.
GK2.69. Kenny and Gussman (1997) investi-
gated the sampling efficiency of the GK2.69 cy-
clone by using an APS with solid spherical glass
microspheres up to 7 lm aerodynamic equivalent
diameter. The sampling efficiency curves from both
that study and this (Fig. 2b) were very similar for
particle sizes ,6 lm and the 50dae are almost the
same. However, it was noticeable that the sampling
Fig. 2. Sampling efficiency for CIP10-R (a), GK2.69 (b), and FSP10 (c) samplers from present study, from previous studies for
each sampler, and ISO/CEN/ACGIH respirable convention.
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efficiency at 10 lm from the present study was near
9.9% while that of the respirable convention is near
1%. This discrepancy created large bias for par-
ticles having large MMAD (Fig. 3b). The sampling
efficiency at 7 lm from the Kenny and Gussman
study was 3%. In addition, in the aerosol sampler
testing exchange (ASTEX) study (Kenny 2000; Li-
dén 2000), six different laboratory tests of sampling
efficiency of the GK2.69 were determined by APS
and most were ,5% sampling efficiency 10 lm.
In order to rule out inter-sampler variation in the
present study, the sampling efficiencies of three dif-
ferent GK2.69 samplers were determined using 10
lm ammonium fluorescein monodisperse particles;
the sampling efficiencies were found to be 8.1, 5.5,
and 8.6%. To rule out the possibility of contamina-
tion through the procedure and to check the particle
size, the 10-lm ammonium fluorescein monodis-
perse particles were generated and collected on pol-
ycarbonate filters in both GK2.69 and reference
samplers. Particles were observed by a field emis-
sion scanning electron microscope. The particle
sizes of the ammonium fluorescein were between
8 and 9 lm (when the density was applied to calcu-
late the aerodynamic particle diameter, the particle
size was quite close to the APS measurement) and
several agglomerated particles were observed on
the cyclone filter that were not seen on the refer-
ence sampler filter. The reason for this agglomera-
tion in the cyclone was not identified. The numbers
of particles per microscopic field were counted in
both samples by visual inspection and those were
estimated to be commensurate with a 10% sam-
pling efficiency for the GK2.69 cyclone. Another
sampling efficiency curve for the GK2.69 cyclone
was determined by the APS using grade F800 alu-
minum oxide and the result is shown in Fig. 4 along
with that determined by ammonium fluorescein
monodisperse particles. The sampling efficiency
curve from the APS showed similar results to the
Kenny and Gussman study at 10-lm particle size.
However, the 50dae determined by the APS was
smaller than that determined by the ammonium
fluorescein intensity method. The difference be-
tween the two methods might be attributed to the
density correction for the APS (Wang and John,
1987) indicating that the individual particle density
is smaller than the bulk density. In addition, the
shapes of the particles are different (i.e. ammonium
fluorescein particles are spheres and the aluminum
oxide particles are irregular shapes) and the APS
might thus underestimate the size of the aluminum
oxide (Cheng et al., 1990). This discrepancy could
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Fig. 3. Bias maps of CIP10-R (a), GK2.69 (b), and FSP10 (c)
samplers.
704 T. Lee et al.
APS, underestimation of particles .5 lm of APS,
and large particle loss in tubing (Pagels et al.
2005). Sampling efficiency of the GK2.69 cyclone
was determined with a change in flow rate to 4.4 l
min1 and it is shown in Fig. 2b. The sampling ef-
ficiency at 10 lm was found to be 2.5 – 1.2% in
triplicate tests.
FSP10. The FSP10 sampler overestimated the ex-
posure in the size range between 1 and 5.5 lm com-
pared to the ISO/CEN/ACGIH respirable convention
curve. The 50dae of the FSP10 from present study is
greater than that observed by the Institut National de
Recherche et de Sécurité (INRS, unpublished data)
(4.35 lm, in Fig. 2a). This difference might arise
from the different test methods and particles. A pre-
vious study from Health and Safety Laboratory
(Cossey and Vaughan, 1987) using a prototype that
was the basis for the FSP10 cyclone determined that
Table 4. Sampling efficiency at initial and 3 h dust loading for FSP10 and GK2.69
Sampler Particle sizea
(lm)
Test Sampling efficiency (%)




at time 180 min
GK2.69 4 1 27.2 – 4.4 1.9 29.7 – 4.3
2b 36.7 – 0.1 3.1 28.3 – 0.6
3 35.3 – 6.0 7.9 38.1 – 1.1
5 1b 29.7 – 1.9 1.9 25.1 – 0.8
2 28.7 – 1.3 3.1 20.9 – 6.1
3 25.6 – 3.9 7.9 24.9 – 4.4
FSP10 4 1b 75.3 – 1.0 2.3 67.6 – 1.7
2 70.8 – 4.8 3.3 71.7 – 5.2
3 73.0 – 8.2 8.4 76.4 – 7.0
5 1 27.2 – 4.4 2.3 20.1 – 0.9
2b 45.0 – 4.7 3.3 34.9 – 3.3
3 25.8 – 2.5 8.4 24.9 – 2.8
Sampling efficiency (%) are average and standard deviation of triplicate measures. The loaded dust concentration in Test 1 is
below ACGIH respirable dust TLV (3 mg m3), in Test 2 is around TLV, and in Test 3 is two or three times of TLV.
aParticle size was measured with an APS.
bStatistically significant before and after dust loading at an a level of 0.05.
Table 5. Mass concentration ratio and net mass ratio of high flow rate samplers to nylon cyclone
Dust type Reference cyclone CIP10-R GK2.69 FSP10
Mass concentration ratioa F800 10 mm nylon 1.52 – 0.24 1.38 – 0.08 1.85 – 0.11
HD 1.26 – 0.09 1.15 – 0.11 1.54 – 0.13
F1200 10 mm nylon 1.21 – 0.11 1.28 – 0.06 1.50 – 0.07
HD 0.91 – 0.08 0.97 – 0.02 1.14 – 0.05
AC fine dust 10 mm nylon 0.89 – 0.10 1.12 – 0.05 1.17 – 0.06
HD 0.76 – 0.05 0.95 – 0.01 0.99 – 0.01
Net mass ratiob F800 10 mm nylon 8.89 – 1.41 3.41 – 0.21 10.76 – 0.60
HD 5.77 – 0.46 2.22 – 0.17 7.04 – 0.54
F1200 10 mm nylon 7.10 – 0.70 3.13 – 0.14 8.51 – 0.38
HD 4.16 – 0.45 1.84 – 0.06 4.98 – 0.25
AC fine dust 10 mm nylon 5.24 – 0.58 2.73 – 0.12 6.85 – 0.37
HD 3.45 – 0.26 1.80 – 0.53 4.52 – 0.09
The mass concentration and net mass ratios are average and standard deviation of triplicate measures.
aMass concentration ratio is defined as the mass concentration of each sampler to mass concentration of the reference cyclones
(10-mm nylon and HD cyclones).
bNet mass ratio is defined as the net mass of each sampler to net mass of the reference cyclones.
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the sampling efficiency measured with the APS
matched the British Medical Research Council con-
vention (50dae 5 5 lm) at a flow rate of 9.2 l min
1.
Cossey and Vaughan reported an equation (4) for the







The 50dae at 10 l min
1 calculated using equation
(4) is 4.86 lm, which is quite close to that found in
the present study. When the flow rate is tuned to 11.2
l min1 in order to better match the ISO/CEN/
ACGIH respirable convention curve, the sampling
efficiency curves are closer to the respirable conven-
tion curve than that at 10 l min1 (Fig. 2c).
The sampling efficiency of the samplers may be
different in moving air. Görner, Simon, Wrobel,
(2010) investigated sampling efficiencies of six dif-
ferent inhalable samplers in a wind tunnel with ve-
locity 1 ms1 and in a calm air chamber. They
found that the sampling efficiency was significantly
lower in a wind tunnel than in a calm air chamber
for all tested samplers. However, a calm air environ-
ment would be closer to realistic working environ-
ments (average air velocity ,0.3 m s1) according
to Baldwin and Maynard (1998).
Sampling efficiency comparison to the international
standard
The estimated biases presented here for each high
flow rate sampler are greater than those found in pre-
vious studies for the GK2.69 and CIP10-R samplers.
Page (2003) reported size distributions of under-
ground coal mine dust from 13 different locations
by using personal cascade impactors. The MMAD
size range of underground coal mine dust was
0.9–3.6 lm and the GSD was ,2.37. An NIOSH
publication (Coene, 1981) reported that the mean
diameters of the dust particles at various silica flour
mill operations were between 2.3 and 5.2 lm. A con-
struction site field study (Shepherd et al., 2009)
reported MMAD of occupational dust from con-
crete-cutting hammer drills as 27.5 lm. Based on
our laboratory results with the three samplers, a posi-
tive bias of 25% for first two previous studies and
40% for the last study could be expected when sam-
pling these occupational aerosols compared to the
ISO/CEN/ACGIH respirable convention. Therefore,
all three high flow rate samplers with current recom-
mended flow rates might overestimate personal
exposures. EN13205 (Workplace atmospheres: assess-
ment of performance of instruments for measurement
of airborne particle concentration) states that a sampler
is in conformity with the relevant EN481 convention
when the accuracy is 30% (the accuracy is not ex-
actly same as bias) and FSP10 may be in conformity
based on our bias results (bias is ,30% at most parti-
cle sizes). However, estimated bias maps were created
for the sampling efficiencies of the GK2.69 and FSP10
cyclones at alternative flow rates and those are shown
in Fig. 5. Biases ,20% are observed after adjustment
of the sampler flow rates to their optimal values.
Fig. 4. Sampling efficiency curves for GK2.69 sampler determined by APS (Tests 1 and 2 challenged with aluminum oxide grade
F500) and ammonium fluorescein monodisperse particles.
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Mass concentration comparison
For most samplers, when the particle size de-
creased, the mass concentration ratio decreased,
which could be attributed to the different 50dae
between samplers. According to the sampling effi-
ciency curve of the FSP10 from this study, the
FSP10 collected more dust between 4 and 5 lm
dust than the other samplers. This was further in-
vestigated by comparing mass-weighted size dis-
tribution of generated aerosol obtained from the
APS and mass concentration of reference samplers
and calculating the respirable fraction mass con-
centration as follows. The mass-weighted size dis-
tributions of aluminum oxide grade F800 were
measured by the APS and the mass concentrations
from the reference samplers that maintained the
same flow rates as the high flow rate samplers dur-
ing measurement (,5% difference before and af-
ter measurement) were determined. The mean
sampling efficiency ð EÞ for each size of ammo-
nium fluorescein monodisperse particles was mul-
tiplied by the normalized mass-weighted size
distribution ððdm=dlogDpÞ=
P
mÞ from the APS
(each size bin was divided by total mass) in order








The calculated respirable mass concentration
for each sampler was calculated by adjusting
RMFsampler to the mass concentration of reference
sampler. The average respirable mass concentra-
tion ratios (RMCRs) of the CIP10-R, GK2.69,
and FSP10 to the 10-mm nylon cyclone in
triplicate tests were 1.55 – 0.08, 1.31 – 0.11, and
1.59 – 0.20, respectively, which are comparable
to the ratios from Table 5 (e.g. 1.52, 1.38, and
1.85). The RMCR was also calculated by using
the sampling efficiency determined by the APS
(in Fig. 4) and the RMCR for the GK2.69 and
10-mm nylon cyclones determined by three differ-
ent methods are presented in Fig. 6. The RMCR
from gravitational analysis and sampling efficiency
determined by VOAG are quite close, whereas that
from the sampling efficiency determined by
the APS was quite different.
The mass concentration ratios between GK2.69
and HD cyclones were close to unity based on our
results (Table 5), indicating that the current flow
rate of the GK2.69 would be appropriate for sam-
pling of fine particles. Since the bias may become
excessive as particle size increases above MMAD
of 6 lm, a slightly higher flow rate may provide
more accurate estimates. The net mass ratios be-
tween high flow rate samplers to the 10-mm nylon
and HD cyclones were also dependent on the parti-
cle size distribution. The high flow rate samplers
collected more dust than 10-mm nylon and HD cy-
clones, which indicates that they might provide
more silica for subsequent analysis assuming simi-
lar silica content in the dust. The advantage of high
flow rate samplers in collecting a larger sample
may be diminished for direct on-filter
measurement of silica because of the dispersion
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Fig. 5. Bias maps of GK2.69 (a) and FSP10 (b) samplers with
adjusted flow rates.
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would occur with a sampler using a 25-mm diame-
ter filter.
CONCLUSIONS
The performances of high flow rate samplers were
evaluated in this study. The sampling efficiency
curves for CIP10-R, GK2.69, and FSP10 were deter-
mined with ammonium fluorescein monodisperse
particles and compared with the ISO/CEN/ACGIH
respirable convention. The high flow rate samplers
overestimated exposure to respirable particles com-
pared to the ISO/CEN/ACGIH respirable convention
and could provide overestimated exposure data with
the current flow rates recommended by manufac-
turers, especially, for example, with particles with
MMAD .6 lm for the GK2.69 cyclone. However,
both cyclones appeared to be able to provide rela-
tively unbiased assessments of RCS if the flow rates
are adjusted.
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